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LOT GRADING TYPE A
ALL DRAINAGE TO STREET

GRADING GENERAL NOTES
1. CONTRACTOR SHALL CUT 5' BEHIND BACK OF CURB TO SUBGRADE ELEVATION.

2. PROPOSED PRIVATE RETAINING WALLS LOCATED ON PRIVATE LOTS TO BE
MAINTAINED BY THE PROPERTY OWNER.

3. GLOBAL STABILITY AND STRUCTURAL DESIGN OF RETAINING WALLS PROVIDED
BY OTHERS.

4. THE END ELEVATION CALLS FOR RETAINING WALLS DEPICT GROUND
ELEVATION.  TOP OF WALL ELEVATIONS ARE TYPICALLY 0.5' ABOVE GROUND.

5. ALL PERIMETER SLOPES TO NATURAL GROUND ARE TO BE 4:1 MAX, UNLESS
OTHERWISE NOTED.

6. ALL SIDEWALKS SHALL MAINTAIN A MAXIMUM 2% CROSS SLOPE.

7. PROPOSED CONTOURS SHOWN ARE FOR REFERENCE ONLY.  CONTRACTOR TO
USE SPOT ELEVATIONS FOR GRADING CONSTRUCTION.
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LOT GRADING TYPE A
ALL DRAINAGE TO STREET

GRADING GENERAL NOTES
1. CONTRACTOR SHALL CUT 5' BEHIND BACK OF CURB TO SUBGRADE ELEVATION.

2. PROPOSED PRIVATE RETAINING WALLS LOCATED ON PRIVATE LOTS TO BE
MAINTAINED BY THE PROPERTY OWNER.

3. GLOBAL STABILITY AND STRUCTURAL DESIGN OF RETAINING WALLS PROVIDED
BY OTHERS.

4. THE END ELEVATION CALLS FOR RETAINING WALLS DEPICT GROUND
ELEVATION.  TOP OF WALL ELEVATIONS ARE TYPICALLY 0.5' ABOVE GROUND.

5. ALL PERIMETER SLOPES TO NATURAL GROUND ARE TO BE 4:1 MAX, UNLESS
OTHERWISE NOTED.

6. ALL SIDEWALKS SHALL MAINTAIN A MAXIMUM 2% CROSS SLOPE.

7. PROPOSED CONTOURS SHOWN ARE FOR REFERENCE ONLY.  CONTRACTOR TO
USE SPOT ELEVATIONS FOR GRADING CONSTRUCTION.
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LOT GRADING TYPE A
ALL DRAINAGE TO STREET

GRADING GENERAL NOTES
1. CONTRACTOR SHALL CUT 5' BEHIND BACK OF CURB TO SUBGRADE ELEVATION.

2. PROPOSED PRIVATE RETAINING WALLS LOCATED ON PRIVATE LOTS TO BE
MAINTAINED BY THE PROPERTY OWNER.

3. GLOBAL STABILITY AND STRUCTURAL DESIGN OF RETAINING WALLS PROVIDED
BY OTHERS.

4. THE END ELEVATION CALLS FOR RETAINING WALLS DEPICT GROUND
ELEVATION.  TOP OF WALL ELEVATIONS ARE TYPICALLY 0.5' ABOVE GROUND.

5. ALL PERIMETER SLOPES TO NATURAL GROUND ARE TO BE 4:1 MAX, UNLESS
OTHERWISE NOTED.

6. ALL SIDEWALKS SHALL MAINTAIN A MAXIMUM 2% CROSS SLOPE.

7. PROPOSED CONTOURS SHOWN ARE FOR REFERENCE ONLY.  CONTRACTOR TO
USE SPOT ELEVATIONS FOR GRADING CONSTRUCTION.
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LOT GRADING TYPE A
ALL DRAINAGE TO STREET

GRADING GENERAL NOTES
1. CONTRACTOR SHALL CUT 5' BEHIND BACK OF CURB TO SUBGRADE ELEVATION.

2. PROPOSED PRIVATE RETAINING WALLS LOCATED ON PRIVATE LOTS TO BE
MAINTAINED BY THE PROPERTY OWNER.

3. GLOBAL STABILITY AND STRUCTURAL DESIGN OF RETAINING WALLS PROVIDED
BY OTHERS.

4. THE END ELEVATION CALLS FOR RETAINING WALLS DEPICT GROUND
ELEVATION.  TOP OF WALL ELEVATIONS ARE TYPICALLY 0.5' ABOVE GROUND.

5. ALL PERIMETER SLOPES TO NATURAL GROUND ARE TO BE 4:1 MAX, UNLESS
OTHERWISE NOTED.

6. ALL SIDEWALKS SHALL MAINTAIN A MAXIMUM 2% CROSS SLOPE.

7. PROPOSED CONTOURS SHOWN ARE FOR REFERENCE ONLY.  CONTRACTOR TO
USE SPOT ELEVATIONS FOR GRADING CONSTRUCTION.
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GENERAL NOTES
1) DEVELOPERS, PROPERTY OWNERS, AND/OR HOME BUILDERS,

WITHIN THE BOUNDARIES OF THIS SUBDIVISION, SHALL BE
REQUIRED TO COMPLY WITH THE APPROVED TREE
PRESERVATION AND MITIGATION PLAN.

2) TREES IDENTIFIED AS PRESERVED SHALL NOT BE REMOVED AND
SHALL BE PROTECTED AND PRESERVED IN ACCORDANCE WITH
CHAPTER 16.28.010 OF THE CITY'S SUBDIVISION ORDINANCE.

3) A TREE REMOVAL PERMIT IS REQUIRED PRIOR TO THE REMOVAL
OF ANY TREE.

4) ALL TREE REMOVAL FEES SHALL BE PAID PRIOR TO THE
REMOVAL OF ANY TREE.

5) IN ACCORDANCE WITH CHAPTER 16.28.010 OF THE CITY'S
SUBDIVISION ORDINANCE, ANY QUALITY TREE REMOVED, SHALL
BE MITIGATED.
a) TREES SHALL BE MITIGATED BY PLANTING 1 CALIPER-INCH

(DBH) FOR EVERY 1 CALIPER INCH (DBH) REMOVED.
b) TREES SHALL BE A MINIMUM OF 2 CALIPER-INCHES (DBH)

AND A MINIMUM HEIGHT OF 5 FEET AT THE TIME OF
PLANTING.

c) A MAXIMUM OF 50% OF THE CALIPER-INCHES (DBH)
REMOVED MAY BE MITIGATED BY MAKING A PAYMENT IN LIEU
OF PLANTING.  THE PAYMENT SHALL BE $100 PER
CALIPER-INCH (DBH).

6) IN ACCORDANCE WITH CHAPTER 16.28.010 OF THE CITY'S
SUBDIVISION ORDINANCE, ANY SECONDARY TREE REMOVED,
GREATER OR EQUAL TO 12 CALIPER INCHES (DBH), SHALL BE
MITIGATED.
a) LARGE SECONDARY TREE (18 CALIPER-INCHES (DBH) OR

GREATER) SHALL BE MITIGATED BY PLANTING 0.75
CALIPER-INCHES (DBH) FOR EVERY 1 CALIPER-INCH (DBH)
REMOVED.

b) SECONDARY TREE (12 CALIPER-INCHES (DBH) UP TO 18
CALIPER-INCHES (DBH)) SHALL BE MITIGATED BY PLANTING
0.5 CALIPER-INCHES (DBH) FOR EVERY 1 CALIPER-INCH (DBH)
REMOVED.

c) TREES SHALL BE A MINIMUM OF 2 CALIPER-INCHES (DBH)
AND A MINIMUM HEIGHT OF 5 FEET AT THE TIME OF
PLANTING.

d) A MAXIMUM OF 50% OF THE CALIPER-INCHES (DBH)
REMOVED MAY BE MITIGATED BY MAKING A PAYMENT IN LIEU
OF PLANTING  THE PAYMENT SHALL BE $25 PER
CALIPER-INCH (DBH).

7) TREES PLANTED TO SATISFY PRESERVATION REQUIREMENTS
MAY BE PLANTED ANYWHERE WITHIN THE BROOKSIDE PHASE 4
SUBDIVISION.

8) ALL PERCENTAGES RELATING TO PRESERVATION STATED
WITHIN CHAPTER 16.28.010.F SHALL BE BASED ON THE INITIAL
TREE INVENTORY PLAN. ANY SUBSEQUENT REDEVELOPMENT OF
PROPERTY MUST  MINIMALLY PRESERVE THE APPLICABLE
PERCENTAGE OF THE TOTAL DBH OF QUALITY TREES BY THE
INITIAL TREE SURVEY.

10) THE CITY PROHIBITS THE USE OF HEAVY EQUIPMENT FOR TREE
REMOVAL OR SITE CLEARING UNDER THE DRIP LINE OF ANY
PROTECT TREE(S)/PROTECTED TREE STAND(S).

11) TO PRESERVE THE REQUIRED MANDATORY AREAS OF NATURAL
VEGETATION LANDSCAPE FROM INADVERTENT DAMAGE DURING
CONSTRUCTION, A PHYSICAL BARRIER SHALL BE ERECTED
AROUND THE PERIMETER OF THESE INVIOLATE AREAS.

12) BARRIERS WILL BE IN PLACE AND APPROVED BY THE BUILDING
OFFICIAL OR DESIGNEE BEFORE ANY HEAVY EQUIPMENT IS SET
ON SITE OR BEFORE ANY SITE CLEARANCE CAN COMMENCE.

13) BARRIERS MAY CONSIST OF A TEMPORARY CHAIN LINK FENCE,
WOODEN STAKE (SNOW) FENCE, PLASTIC
SAFETY/CONSTRUCTION FENCE OR OTHER DEVICES AS
APPROVED BY THE BUILDING OFFICIAL OR DESIGNEE. MINIMUM
HEIGHT OF ALL TYPES OF BARRIERS IS FOUR FEET. REFER TO
TREE PROTECTION BARRIER DETAIL.

14) BARRIERS SHALL REMAIN IN PLACE UNTIL THE FINAL BUILDING
AND LANDSCAPE SITE INSPECTIONS ARE SATISFACTORILY
COMPLETED FOR THE ISSUANCE OF THE CERTIFICATE OF
OCCUPANCY. ONLY AFTER THIS TIME CAN THE BARRIERS BE
REMOVED.

15) REPLACEMENT OF ANY PRESERVED TREE(S) OR TREE STAND(S),
WHICH DIES WITHIN TWO YEARS DUE TO CONSTRUCTION OR
DEVELOPMENT ACTIVITIES, WILL BE THE RESPONSIBILITY OF THE
DEVELOPER ON A ONE TO ONE CALIPER INCH BASIS.
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GENERAL NOTES
1) DEVELOPERS, PROPERTY OWNERS, AND/OR HOME BUILDERS,

WITHIN THE BOUNDARIES OF THIS SUBDIVISION, SHALL BE
REQUIRED TO COMPLY WITH THE APPROVED TREE
PRESERVATION AND MITIGATION PLAN.

2) TREES IDENTIFIED AS PRESERVED SHALL NOT BE REMOVED AND
SHALL BE PROTECTED AND PRESERVED IN ACCORDANCE WITH
CHAPTER 16.28.010 OF THE CITY'S SUBDIVISION ORDINANCE.

3) A TREE REMOVAL PERMIT IS REQUIRED PRIOR TO THE REMOVAL
OF ANY TREE.

4) ALL TREE REMOVAL FEES SHALL BE PAID PRIOR TO THE
REMOVAL OF ANY TREE.

5) IN ACCORDANCE WITH CHAPTER 16.28.010 OF THE CITY'S
SUBDIVISION ORDINANCE, ANY QUALITY TREE REMOVED, SHALL
BE MITIGATED.
a) TREES SHALL BE MITIGATED BY PLANTING 1 CALIPER-INCH

(DBH) FOR EVERY 1 CALIPER INCH (DBH) REMOVED.
b) TREES SHALL BE A MINIMUM OF 2 CALIPER-INCHES (DBH)

AND A MINIMUM HEIGHT OF 5 FEET AT THE TIME OF
PLANTING.

c) A MAXIMUM OF 50% OF THE CALIPER-INCHES (DBH)
REMOVED MAY BE MITIGATED BY MAKING A PAYMENT IN LIEU
OF PLANTING.  THE PAYMENT SHALL BE $100 PER
CALIPER-INCH (DBH).

6) IN ACCORDANCE WITH CHAPTER 16.28.010 OF THE CITY'S
SUBDIVISION ORDINANCE, ANY SECONDARY TREE REMOVED,
GREATER OR EQUAL TO 12 CALIPER INCHES (DBH), SHALL BE
MITIGATED.
a) LARGE SECONDARY TREE (18 CALIPER-INCHES (DBH) OR

GREATER) SHALL BE MITIGATED BY PLANTING 0.75
CALIPER-INCHES (DBH) FOR EVERY 1 CALIPER-INCH (DBH)
REMOVED.

b) SECONDARY TREE (12 CALIPER-INCHES (DBH) UP TO 18
CALIPER-INCHES (DBH)) SHALL BE MITIGATED BY PLANTING
0.5 CALIPER-INCHES (DBH) FOR EVERY 1 CALIPER-INCH (DBH)
REMOVED.

c) TREES SHALL BE A MINIMUM OF 2 CALIPER-INCHES (DBH)
AND A MINIMUM HEIGHT OF 5 FEET AT THE TIME OF
PLANTING.

d) A MAXIMUM OF 50% OF THE CALIPER-INCHES (DBH)
REMOVED MAY BE MITIGATED BY MAKING A PAYMENT IN LIEU
OF PLANTING  THE PAYMENT SHALL BE $25 PER
CALIPER-INCH (DBH).

7) TREES PLANTED TO SATISFY PRESERVATION REQUIREMENTS
MAY BE PLANTED ANYWHERE WITHIN THE BROOKSIDE PHASE 4
SUBDIVISION.

8) ALL PERCENTAGES RELATING TO PRESERVATION STATED
WITHIN CHAPTER 16.28.010.F SHALL BE BASED ON THE INITIAL
TREE INVENTORY PLAN. ANY SUBSEQUENT REDEVELOPMENT OF
PROPERTY MUST  MINIMALLY PRESERVE THE APPLICABLE
PERCENTAGE OF THE TOTAL DBH OF QUALITY TREES BY THE
INITIAL TREE SURVEY.

10) THE CITY PROHIBITS THE USE OF HEAVY EQUIPMENT FOR TREE
REMOVAL OR SITE CLEARING UNDER THE DRIP LINE OF ANY
PROTECT TREE(S)/PROTECTED TREE STAND(S).

11) TO PRESERVE THE REQUIRED MANDATORY AREAS OF NATURAL
VEGETATION LANDSCAPE FROM INADVERTENT DAMAGE DURING
CONSTRUCTION, A PHYSICAL BARRIER SHALL BE ERECTED
AROUND THE PERIMETER OF THESE INVIOLATE AREAS.

12) BARRIERS WILL BE IN PLACE AND APPROVED BY THE BUILDING
OFFICIAL OR DESIGNEE BEFORE ANY HEAVY EQUIPMENT IS SET
ON SITE OR BEFORE ANY SITE CLEARANCE CAN COMMENCE.

13) BARRIERS MAY CONSIST OF A TEMPORARY CHAIN LINK FENCE,
WOODEN STAKE (SNOW) FENCE, PLASTIC
SAFETY/CONSTRUCTION FENCE OR OTHER DEVICES AS
APPROVED BY THE BUILDING OFFICIAL OR DESIGNEE. MINIMUM
HEIGHT OF ALL TYPES OF BARRIERS IS FOUR FEET. REFER TO
TREE PROTECTION BARRIER DETAIL.

14) BARRIERS SHALL REMAIN IN PLACE UNTIL THE FINAL BUILDING
AND LANDSCAPE SITE INSPECTIONS ARE SATISFACTORILY
COMPLETED FOR THE ISSUANCE OF THE CERTIFICATE OF
OCCUPANCY. ONLY AFTER THIS TIME CAN THE BARRIERS BE
REMOVED.

15) REPLACEMENT OF ANY PRESERVED TREE(S) OR TREE STAND(S),
WHICH DIES WITHIN TWO YEARS DUE TO CONSTRUCTION OR
DEVELOPMENT ACTIVITIES, WILL BE THE RESPONSIBILITY OF THE
DEVELOPER ON A ONE TO ONE CALIPER INCH BASIS.
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GENERAL NOTES
1) DEVELOPERS, PROPERTY OWNERS, AND/OR HOME BUILDERS,

WITHIN THE BOUNDARIES OF THIS SUBDIVISION, SHALL BE
REQUIRED TO COMPLY WITH THE APPROVED TREE
PRESERVATION AND MITIGATION PLAN.

2) TREES IDENTIFIED AS PRESERVED SHALL NOT BE REMOVED AND
SHALL BE PROTECTED AND PRESERVED IN ACCORDANCE WITH
CHAPTER 16.28.010 OF THE CITY'S SUBDIVISION ORDINANCE.

3) A TREE REMOVAL PERMIT IS REQUIRED PRIOR TO THE REMOVAL
OF ANY TREE.

4) ALL TREE REMOVAL FEES SHALL BE PAID PRIOR TO THE
REMOVAL OF ANY TREE.

5) IN ACCORDANCE WITH CHAPTER 16.28.010 OF THE CITY'S
SUBDIVISION ORDINANCE, ANY QUALITY TREE REMOVED, SHALL
BE MITIGATED.
a) TREES SHALL BE MITIGATED BY PLANTING 1 CALIPER-INCH

(DBH) FOR EVERY 1 CALIPER INCH (DBH) REMOVED.
b) TREES SHALL BE A MINIMUM OF 2 CALIPER-INCHES (DBH)

AND A MINIMUM HEIGHT OF 5 FEET AT THE TIME OF
PLANTING.

c) A MAXIMUM OF 50% OF THE CALIPER-INCHES (DBH)
REMOVED MAY BE MITIGATED BY MAKING A PAYMENT IN LIEU
OF PLANTING.  THE PAYMENT SHALL BE $100 PER
CALIPER-INCH (DBH).

6) IN ACCORDANCE WITH CHAPTER 16.28.010 OF THE CITY'S
SUBDIVISION ORDINANCE, ANY SECONDARY TREE REMOVED,
GREATER OR EQUAL TO 12 CALIPER INCHES (DBH), SHALL BE
MITIGATED.
a) LARGE SECONDARY TREE (18 CALIPER-INCHES (DBH) OR

GREATER) SHALL BE MITIGATED BY PLANTING 0.75
CALIPER-INCHES (DBH) FOR EVERY 1 CALIPER-INCH (DBH)
REMOVED.

b) SECONDARY TREE (12 CALIPER-INCHES (DBH) UP TO 18
CALIPER-INCHES (DBH)) SHALL BE MITIGATED BY PLANTING
0.5 CALIPER-INCHES (DBH) FOR EVERY 1 CALIPER-INCH (DBH)
REMOVED.

c) TREES SHALL BE A MINIMUM OF 2 CALIPER-INCHES (DBH)
AND A MINIMUM HEIGHT OF 5 FEET AT THE TIME OF
PLANTING.

d) A MAXIMUM OF 50% OF THE CALIPER-INCHES (DBH)
REMOVED MAY BE MITIGATED BY MAKING A PAYMENT IN LIEU
OF PLANTING  THE PAYMENT SHALL BE $25 PER
CALIPER-INCH (DBH).

7) TREES PLANTED TO SATISFY PRESERVATION REQUIREMENTS
MAY BE PLANTED ANYWHERE WITHIN THE BROOKSIDE PHASE 4
SUBDIVISION.

8) ALL PERCENTAGES RELATING TO PRESERVATION STATED
WITHIN CHAPTER 16.28.010.F SHALL BE BASED ON THE INITIAL
TREE INVENTORY PLAN. ANY SUBSEQUENT REDEVELOPMENT OF
PROPERTY MUST  MINIMALLY PRESERVE THE APPLICABLE
PERCENTAGE OF THE TOTAL DBH OF QUALITY TREES BY THE
INITIAL TREE SURVEY.

10) THE CITY PROHIBITS THE USE OF HEAVY EQUIPMENT FOR TREE
REMOVAL OR SITE CLEARING UNDER THE DRIP LINE OF ANY
PROTECT TREE(S)/PROTECTED TREE STAND(S).

11) TO PRESERVE THE REQUIRED MANDATORY AREAS OF NATURAL
VEGETATION LANDSCAPE FROM INADVERTENT DAMAGE DURING
CONSTRUCTION, A PHYSICAL BARRIER SHALL BE ERECTED
AROUND THE PERIMETER OF THESE INVIOLATE AREAS.

12) BARRIERS WILL BE IN PLACE AND APPROVED BY THE BUILDING
OFFICIAL OR DESIGNEE BEFORE ANY HEAVY EQUIPMENT IS SET
ON SITE OR BEFORE ANY SITE CLEARANCE CAN COMMENCE.

13) BARRIERS MAY CONSIST OF A TEMPORARY CHAIN LINK FENCE,
WOODEN STAKE (SNOW) FENCE, PLASTIC
SAFETY/CONSTRUCTION FENCE OR OTHER DEVICES AS
APPROVED BY THE BUILDING OFFICIAL OR DESIGNEE. MINIMUM
HEIGHT OF ALL TYPES OF BARRIERS IS FOUR FEET. REFER TO
TREE PROTECTION BARRIER DETAIL.

14) BARRIERS SHALL REMAIN IN PLACE UNTIL THE FINAL BUILDING
AND LANDSCAPE SITE INSPECTIONS ARE SATISFACTORILY
COMPLETED FOR THE ISSUANCE OF THE CERTIFICATE OF
OCCUPANCY. ONLY AFTER THIS TIME CAN THE BARRIERS BE
REMOVED.

15) REPLACEMENT OF ANY PRESERVED TREE(S) OR TREE STAND(S),
WHICH DIES WITHIN TWO YEARS DUE TO CONSTRUCTION OR
DEVELOPMENT ACTIVITIES, WILL BE THE RESPONSIBILITY OF THE
DEVELOPER ON A ONE TO ONE CALIPER INCH BASIS.
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GENERAL NOTES
1) DEVELOPERS, PROPERTY OWNERS, AND/OR HOME BUILDERS,

WITHIN THE BOUNDARIES OF THIS SUBDIVISION, SHALL BE
REQUIRED TO COMPLY WITH THE APPROVED TREE
PRESERVATION AND MITIGATION PLAN.

2) TREES IDENTIFIED AS PRESERVED SHALL NOT BE REMOVED AND
SHALL BE PROTECTED AND PRESERVED IN ACCORDANCE WITH
CHAPTER 16.28.010 OF THE CITY'S SUBDIVISION ORDINANCE.

3) A TREE REMOVAL PERMIT IS REQUIRED PRIOR TO THE REMOVAL
OF ANY TREE.

4) ALL TREE REMOVAL FEES SHALL BE PAID PRIOR TO THE
REMOVAL OF ANY TREE.

5) IN ACCORDANCE WITH CHAPTER 16.28.010 OF THE CITY'S
SUBDIVISION ORDINANCE, ANY QUALITY TREE REMOVED, SHALL
BE MITIGATED.
a) TREES SHALL BE MITIGATED BY PLANTING 1 CALIPER-INCH

(DBH) FOR EVERY 1 CALIPER INCH (DBH) REMOVED.
b) TREES SHALL BE A MINIMUM OF 2 CALIPER-INCHES (DBH)

AND A MINIMUM HEIGHT OF 5 FEET AT THE TIME OF
PLANTING.

c) A MAXIMUM OF 50% OF THE CALIPER-INCHES (DBH)
REMOVED MAY BE MITIGATED BY MAKING A PAYMENT IN LIEU
OF PLANTING.  THE PAYMENT SHALL BE $100 PER
CALIPER-INCH (DBH).

6) IN ACCORDANCE WITH CHAPTER 16.28.010 OF THE CITY'S
SUBDIVISION ORDINANCE, ANY SECONDARY TREE REMOVED,
GREATER OR EQUAL TO 12 CALIPER INCHES (DBH), SHALL BE
MITIGATED.
a) LARGE SECONDARY TREE (18 CALIPER-INCHES (DBH) OR

GREATER) SHALL BE MITIGATED BY PLANTING 0.75
CALIPER-INCHES (DBH) FOR EVERY 1 CALIPER-INCH (DBH)
REMOVED.

b) SECONDARY TREE (12 CALIPER-INCHES (DBH) UP TO 18
CALIPER-INCHES (DBH)) SHALL BE MITIGATED BY PLANTING
0.5 CALIPER-INCHES (DBH) FOR EVERY 1 CALIPER-INCH (DBH)
REMOVED.

c) TREES SHALL BE A MINIMUM OF 2 CALIPER-INCHES (DBH)
AND A MINIMUM HEIGHT OF 5 FEET AT THE TIME OF
PLANTING.

d) A MAXIMUM OF 50% OF THE CALIPER-INCHES (DBH)
REMOVED MAY BE MITIGATED BY MAKING A PAYMENT IN LIEU
OF PLANTING  THE PAYMENT SHALL BE $25 PER
CALIPER-INCH (DBH).

7) TREES PLANTED TO SATISFY PRESERVATION REQUIREMENTS
MAY BE PLANTED ANYWHERE WITHIN THE BROOKSIDE PHASE 4
SUBDIVISION.

8) ALL PERCENTAGES RELATING TO PRESERVATION STATED
WITHIN CHAPTER 16.28.010.F SHALL BE BASED ON THE INITIAL
TREE INVENTORY PLAN. ANY SUBSEQUENT REDEVELOPMENT OF
PROPERTY MUST  MINIMALLY PRESERVE THE APPLICABLE
PERCENTAGE OF THE TOTAL DBH OF QUALITY TREES BY THE
INITIAL TREE SURVEY.

10) THE CITY PROHIBITS THE USE OF HEAVY EQUIPMENT FOR TREE
REMOVAL OR SITE CLEARING UNDER THE DRIP LINE OF ANY
PROTECT TREE(S)/PROTECTED TREE STAND(S).

11) TO PRESERVE THE REQUIRED MANDATORY AREAS OF NATURAL
VEGETATION LANDSCAPE FROM INADVERTENT DAMAGE DURING
CONSTRUCTION, A PHYSICAL BARRIER SHALL BE ERECTED
AROUND THE PERIMETER OF THESE INVIOLATE AREAS.

12) BARRIERS WILL BE IN PLACE AND APPROVED BY THE BUILDING
OFFICIAL OR DESIGNEE BEFORE ANY HEAVY EQUIPMENT IS SET
ON SITE OR BEFORE ANY SITE CLEARANCE CAN COMMENCE.

13) BARRIERS MAY CONSIST OF A TEMPORARY CHAIN LINK FENCE,
WOODEN STAKE (SNOW) FENCE, PLASTIC
SAFETY/CONSTRUCTION FENCE OR OTHER DEVICES AS
APPROVED BY THE BUILDING OFFICIAL OR DESIGNEE. MINIMUM
HEIGHT OF ALL TYPES OF BARRIERS IS FOUR FEET. REFER TO
TREE PROTECTION BARRIER DETAIL.

14) BARRIERS SHALL REMAIN IN PLACE UNTIL THE FINAL BUILDING
AND LANDSCAPE SITE INSPECTIONS ARE SATISFACTORILY
COMPLETED FOR THE ISSUANCE OF THE CERTIFICATE OF
OCCUPANCY. ONLY AFTER THIS TIME CAN THE BARRIERS BE
REMOVED.

15) REPLACEMENT OF ANY PRESERVED TREE(S) OR TREE STAND(S),
WHICH DIES WITHIN TWO YEARS DUE TO CONSTRUCTION OR
DEVELOPMENT ACTIVITIES, WILL BE THE RESPONSIBILITY OF THE
DEVELOPER ON A ONE TO ONE CALIPER INCH BASIS.
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©

GENERAL NOTES
1) DEVELOPERS, PROPERTY OWNERS, AND/OR HOME BUILDERS,

WITHIN THE BOUNDARIES OF THIS SUBDIVISION, SHALL BE
REQUIRED TO COMPLY WITH THE APPROVED TREE
PRESERVATION AND MITIGATION PLAN.

2) TREES IDENTIFIED AS PRESERVED SHALL NOT BE REMOVED AND
SHALL BE PROTECTED AND PRESERVED IN ACCORDANCE WITH
CHAPTER 16.28.010 OF THE CITY'S SUBDIVISION ORDINANCE.

3) A TREE REMOVAL PERMIT IS REQUIRED PRIOR TO THE REMOVAL
OF ANY TREE.

4) ALL TREE REMOVAL FEES SHALL BE PAID PRIOR TO THE
REMOVAL OF ANY TREE.

5) IN ACCORDANCE WITH CHAPTER 16.28.010 OF THE CITY'S
SUBDIVISION ORDINANCE, ANY QUALITY TREE REMOVED, SHALL
BE MITIGATED.
a) TREES SHALL BE MITIGATED BY PLANTING 1 CALIPER-INCH

(DBH) FOR EVERY 1 CALIPER INCH (DBH) REMOVED.
b) TREES SHALL BE A MINIMUM OF 2 CALIPER-INCHES (DBH)

AND A MINIMUM HEIGHT OF 5 FEET AT THE TIME OF
PLANTING.

c) A MAXIMUM OF 50% OF THE CALIPER-INCHES (DBH)
REMOVED MAY BE MITIGATED BY MAKING A PAYMENT IN LIEU
OF PLANTING.  THE PAYMENT SHALL BE $100 PER
CALIPER-INCH (DBH).

6) IN ACCORDANCE WITH CHAPTER 16.28.010 OF THE CITY'S
SUBDIVISION ORDINANCE, ANY SECONDARY TREE REMOVED,
GREATER OR EQUAL TO 12 CALIPER INCHES (DBH), SHALL BE
MITIGATED.
a) LARGE SECONDARY TREE (18 CALIPER-INCHES (DBH) OR

GREATER) SHALL BE MITIGATED BY PLANTING 0.75
CALIPER-INCHES (DBH) FOR EVERY 1 CALIPER-INCH (DBH)
REMOVED.

b) SECONDARY TREE (12 CALIPER-INCHES (DBH) UP TO 18
CALIPER-INCHES (DBH)) SHALL BE MITIGATED BY PLANTING
0.5 CALIPER-INCHES (DBH) FOR EVERY 1 CALIPER-INCH (DBH)
REMOVED.

c) TREES SHALL BE A MINIMUM OF 2 CALIPER-INCHES (DBH)
AND A MINIMUM HEIGHT OF 5 FEET AT THE TIME OF
PLANTING.

d) A MAXIMUM OF 50% OF THE CALIPER-INCHES (DBH)
REMOVED MAY BE MITIGATED BY MAKING A PAYMENT IN LIEU
OF PLANTING  THE PAYMENT SHALL BE $25 PER
CALIPER-INCH (DBH).

7) TREES PLANTED TO SATISFY PRESERVATION REQUIREMENTS
MAY BE PLANTED ANYWHERE WITHIN THE BROOKSIDE PHASE 4
SUBDIVISION.

8) ALL PERCENTAGES RELATING TO PRESERVATION STATED
WITHIN CHAPTER 16.28.010.F SHALL BE BASED ON THE INITIAL
TREE INVENTORY PLAN. ANY SUBSEQUENT REDEVELOPMENT OF
PROPERTY MUST  MINIMALLY PRESERVE THE APPLICABLE
PERCENTAGE OF THE TOTAL DBH OF QUALITY TREES BY THE
INITIAL TREE SURVEY.

10) THE CITY PROHIBITS THE USE OF HEAVY EQUIPMENT FOR TREE
REMOVAL OR SITE CLEARING UNDER THE DRIP LINE OF ANY
PROTECT TREE(S)/PROTECTED TREE STAND(S).

11) TO PRESERVE THE REQUIRED MANDATORY AREAS OF NATURAL
VEGETATION LANDSCAPE FROM INADVERTENT DAMAGE DURING
CONSTRUCTION, A PHYSICAL BARRIER SHALL BE ERECTED
AROUND THE PERIMETER OF THESE INVIOLATE AREAS.

12) BARRIERS WILL BE IN PLACE AND APPROVED BY THE BUILDING
OFFICIAL OR DESIGNEE BEFORE ANY HEAVY EQUIPMENT IS SET
ON SITE OR BEFORE ANY SITE CLEARANCE CAN COMMENCE.

13) BARRIERS MAY CONSIST OF A TEMPORARY CHAIN LINK FENCE,
WOODEN STAKE (SNOW) FENCE, PLASTIC
SAFETY/CONSTRUCTION FENCE OR OTHER DEVICES AS
APPROVED BY THE BUILDING OFFICIAL OR DESIGNEE. MINIMUM
HEIGHT OF ALL TYPES OF BARRIERS IS FOUR FEET. REFER TO
TREE PROTECTION BARRIER DETAIL.

14) BARRIERS SHALL REMAIN IN PLACE UNTIL THE FINAL BUILDING
AND LANDSCAPE SITE INSPECTIONS ARE SATISFACTORILY
COMPLETED FOR THE ISSUANCE OF THE CERTIFICATE OF
OCCUPANCY. ONLY AFTER THIS TIME CAN THE BARRIERS BE
REMOVED.

15) REPLACEMENT OF ANY PRESERVED TREE(S) OR TREE STAND(S),
WHICH DIES WITHIN TWO YEARS DUE TO CONSTRUCTION OR
DEVELOPMENT ACTIVITIES, WILL BE THE RESPONSIBILITY OF THE
DEVELOPER ON A ONE TO ONE CALIPER INCH BASIS.
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©

GENERAL NOTES
1) DEVELOPERS, PROPERTY OWNERS, AND/OR HOME BUILDERS,

WITHIN THE BOUNDARIES OF THIS SUBDIVISION, SHALL BE
REQUIRED TO COMPLY WITH THE APPROVED TREE
PRESERVATION AND MITIGATION PLAN.

2) TREES IDENTIFIED AS PRESERVED SHALL NOT BE REMOVED AND
SHALL BE PROTECTED AND PRESERVED IN ACCORDANCE WITH
CHAPTER 16.28.010 OF THE CITY'S SUBDIVISION ORDINANCE.

3) A TREE REMOVAL PERMIT IS REQUIRED PRIOR TO THE REMOVAL
OF ANY TREE.

4) ALL TREE REMOVAL FEES SHALL BE PAID PRIOR TO THE
REMOVAL OF ANY TREE.

5) IN ACCORDANCE WITH CHAPTER 16.28.010 OF THE CITY'S
SUBDIVISION ORDINANCE, ANY QUALITY TREE REMOVED, SHALL
BE MITIGATED.
a) TREES SHALL BE MITIGATED BY PLANTING 1 CALIPER-INCH

(DBH) FOR EVERY 1 CALIPER INCH (DBH) REMOVED.
b) TREES SHALL BE A MINIMUM OF 2 CALIPER-INCHES (DBH)

AND A MINIMUM HEIGHT OF 5 FEET AT THE TIME OF
PLANTING.

c) A MAXIMUM OF 50% OF THE CALIPER-INCHES (DBH)
REMOVED MAY BE MITIGATED BY MAKING A PAYMENT IN LIEU
OF PLANTING.  THE PAYMENT SHALL BE $100 PER
CALIPER-INCH (DBH).

6) IN ACCORDANCE WITH CHAPTER 16.28.010 OF THE CITY'S
SUBDIVISION ORDINANCE, ANY SECONDARY TREE REMOVED,
GREATER OR EQUAL TO 12 CALIPER INCHES (DBH), SHALL BE
MITIGATED.
a) LARGE SECONDARY TREE (18 CALIPER-INCHES (DBH) OR

GREATER) SHALL BE MITIGATED BY PLANTING 0.75
CALIPER-INCHES (DBH) FOR EVERY 1 CALIPER-INCH (DBH)
REMOVED.

b) SECONDARY TREE (12 CALIPER-INCHES (DBH) UP TO 18
CALIPER-INCHES (DBH)) SHALL BE MITIGATED BY PLANTING
0.5 CALIPER-INCHES (DBH) FOR EVERY 1 CALIPER-INCH (DBH)
REMOVED.

c) TREES SHALL BE A MINIMUM OF 2 CALIPER-INCHES (DBH)
AND A MINIMUM HEIGHT OF 5 FEET AT THE TIME OF
PLANTING.

d) A MAXIMUM OF 50% OF THE CALIPER-INCHES (DBH)
REMOVED MAY BE MITIGATED BY MAKING A PAYMENT IN LIEU
OF PLANTING  THE PAYMENT SHALL BE $25 PER
CALIPER-INCH (DBH).

7) TREES PLANTED TO SATISFY PRESERVATION REQUIREMENTS
MAY BE PLANTED ANYWHERE WITHIN THE BROOKSIDE PHASE 4
SUBDIVISION.

8) ALL PERCENTAGES RELATING TO PRESERVATION STATED
WITHIN CHAPTER 16.28.010.F SHALL BE BASED ON THE INITIAL
TREE INVENTORY PLAN. ANY SUBSEQUENT REDEVELOPMENT OF
PROPERTY MUST  MINIMALLY PRESERVE THE APPLICABLE
PERCENTAGE OF THE TOTAL DBH OF QUALITY TREES BY THE
INITIAL TREE SURVEY.

10) THE CITY PROHIBITS THE USE OF HEAVY EQUIPMENT FOR TREE
REMOVAL OR SITE CLEARING UNDER THE DRIP LINE OF ANY
PROTECT TREE(S)/PROTECTED TREE STAND(S).

11) TO PRESERVE THE REQUIRED MANDATORY AREAS OF NATURAL
VEGETATION LANDSCAPE FROM INADVERTENT DAMAGE DURING
CONSTRUCTION, A PHYSICAL BARRIER SHALL BE ERECTED
AROUND THE PERIMETER OF THESE INVIOLATE AREAS.

12) BARRIERS WILL BE IN PLACE AND APPROVED BY THE BUILDING
OFFICIAL OR DESIGNEE BEFORE ANY HEAVY EQUIPMENT IS SET
ON SITE OR BEFORE ANY SITE CLEARANCE CAN COMMENCE.

13) BARRIERS MAY CONSIST OF A TEMPORARY CHAIN LINK FENCE,
WOODEN STAKE (SNOW) FENCE, PLASTIC
SAFETY/CONSTRUCTION FENCE OR OTHER DEVICES AS
APPROVED BY THE BUILDING OFFICIAL OR DESIGNEE. MINIMUM
HEIGHT OF ALL TYPES OF BARRIERS IS FOUR FEET. REFER TO
TREE PROTECTION BARRIER DETAIL.

14) BARRIERS SHALL REMAIN IN PLACE UNTIL THE FINAL BUILDING
AND LANDSCAPE SITE INSPECTIONS ARE SATISFACTORILY
COMPLETED FOR THE ISSUANCE OF THE CERTIFICATE OF
OCCUPANCY. ONLY AFTER THIS TIME CAN THE BARRIERS BE
REMOVED.

15) REPLACEMENT OF ANY PRESERVED TREE(S) OR TREE STAND(S),
WHICH DIES WITHIN TWO YEARS DUE TO CONSTRUCTION OR
DEVELOPMENT ACTIVITIES, WILL BE THE RESPONSIBILITY OF THE
DEVELOPER ON A ONE TO ONE CALIPER INCH BASIS.
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©

GENERAL NOTES
1) DEVELOPERS, PROPERTY OWNERS, AND/OR HOME BUILDERS,

WITHIN THE BOUNDARIES OF THIS SUBDIVISION, SHALL BE
REQUIRED TO COMPLY WITH THE APPROVED TREE
PRESERVATION AND MITIGATION PLAN.

2) TREES IDENTIFIED AS PRESERVED SHALL NOT BE REMOVED AND
SHALL BE PROTECTED AND PRESERVED IN ACCORDANCE WITH
CHAPTER 16.28.010 OF THE CITY'S SUBDIVISION ORDINANCE.

3) A TREE REMOVAL PERMIT IS REQUIRED PRIOR TO THE REMOVAL
OF ANY TREE.

4) ALL TREE REMOVAL FEES SHALL BE PAID PRIOR TO THE
REMOVAL OF ANY TREE.

5) IN ACCORDANCE WITH CHAPTER 16.28.010 OF THE CITY'S
SUBDIVISION ORDINANCE, ANY QUALITY TREE REMOVED, SHALL
BE MITIGATED.
a) TREES SHALL BE MITIGATED BY PLANTING 1 CALIPER-INCH

(DBH) FOR EVERY 1 CALIPER INCH (DBH) REMOVED.
b) TREES SHALL BE A MINIMUM OF 2 CALIPER-INCHES (DBH)

AND A MINIMUM HEIGHT OF 5 FEET AT THE TIME OF
PLANTING.

c) A MAXIMUM OF 50% OF THE CALIPER-INCHES (DBH)
REMOVED MAY BE MITIGATED BY MAKING A PAYMENT IN LIEU
OF PLANTING.  THE PAYMENT SHALL BE $100 PER
CALIPER-INCH (DBH).

6) IN ACCORDANCE WITH CHAPTER 16.28.010 OF THE CITY'S
SUBDIVISION ORDINANCE, ANY SECONDARY TREE REMOVED,
GREATER OR EQUAL TO 12 CALIPER INCHES (DBH), SHALL BE
MITIGATED.
a) LARGE SECONDARY TREE (18 CALIPER-INCHES (DBH) OR

GREATER) SHALL BE MITIGATED BY PLANTING 0.75
CALIPER-INCHES (DBH) FOR EVERY 1 CALIPER-INCH (DBH)
REMOVED.

b) SECONDARY TREE (12 CALIPER-INCHES (DBH) UP TO 18
CALIPER-INCHES (DBH)) SHALL BE MITIGATED BY PLANTING
0.5 CALIPER-INCHES (DBH) FOR EVERY 1 CALIPER-INCH (DBH)
REMOVED.

c) TREES SHALL BE A MINIMUM OF 2 CALIPER-INCHES (DBH)
AND A MINIMUM HEIGHT OF 5 FEET AT THE TIME OF
PLANTING.

d) A MAXIMUM OF 50% OF THE CALIPER-INCHES (DBH)
REMOVED MAY BE MITIGATED BY MAKING A PAYMENT IN LIEU
OF PLANTING  THE PAYMENT SHALL BE $25 PER
CALIPER-INCH (DBH).

7) TREES PLANTED TO SATISFY PRESERVATION REQUIREMENTS
MAY BE PLANTED ANYWHERE WITHIN THE BROOKSIDE PHASE 4
SUBDIVISION.

8) ALL PERCENTAGES RELATING TO PRESERVATION STATED
WITHIN CHAPTER 16.28.010.F SHALL BE BASED ON THE INITIAL
TREE INVENTORY PLAN. ANY SUBSEQUENT REDEVELOPMENT OF
PROPERTY MUST  MINIMALLY PRESERVE THE APPLICABLE
PERCENTAGE OF THE TOTAL DBH OF QUALITY TREES BY THE
INITIAL TREE SURVEY.

10) THE CITY PROHIBITS THE USE OF HEAVY EQUIPMENT FOR TREE
REMOVAL OR SITE CLEARING UNDER THE DRIP LINE OF ANY
PROTECT TREE(S)/PROTECTED TREE STAND(S).

11) TO PRESERVE THE REQUIRED MANDATORY AREAS OF NATURAL
VEGETATION LANDSCAPE FROM INADVERTENT DAMAGE DURING
CONSTRUCTION, A PHYSICAL BARRIER SHALL BE ERECTED
AROUND THE PERIMETER OF THESE INVIOLATE AREAS.

12) BARRIERS WILL BE IN PLACE AND APPROVED BY THE BUILDING
OFFICIAL OR DESIGNEE BEFORE ANY HEAVY EQUIPMENT IS SET
ON SITE OR BEFORE ANY SITE CLEARANCE CAN COMMENCE.

13) BARRIERS MAY CONSIST OF A TEMPORARY CHAIN LINK FENCE,
WOODEN STAKE (SNOW) FENCE, PLASTIC
SAFETY/CONSTRUCTION FENCE OR OTHER DEVICES AS
APPROVED BY THE BUILDING OFFICIAL OR DESIGNEE. MINIMUM
HEIGHT OF ALL TYPES OF BARRIERS IS FOUR FEET. REFER TO
TREE PROTECTION BARRIER DETAIL.

14) BARRIERS SHALL REMAIN IN PLACE UNTIL THE FINAL BUILDING
AND LANDSCAPE SITE INSPECTIONS ARE SATISFACTORILY
COMPLETED FOR THE ISSUANCE OF THE CERTIFICATE OF
OCCUPANCY. ONLY AFTER THIS TIME CAN THE BARRIERS BE
REMOVED.

15) REPLACEMENT OF ANY PRESERVED TREE(S) OR TREE STAND(S),
WHICH DIES WITHIN TWO YEARS DUE TO CONSTRUCTION OR
DEVELOPMENT ACTIVITIES, WILL BE THE RESPONSIBILITY OF THE
DEVELOPER ON A ONE TO ONE CALIPER INCH BASIS.
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